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telescopic composite winch driven mast

STV-12/105



telescopic composite winch driven mast

STV-15/105
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

15
14.5
3.2
105
50

500
25

0.35
250
120
160

10-12
4 x 3

6
25.5
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telescopic composite winch driven mast

STV-8/128
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

8
7.5
2.0
128
71.5
500
35

0. 08
570
120
160

7
4 x 2

8
27.0
30.9
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telescopic composite winch driven mast

STV-10/128
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

10
9.5
2.3
128
71.5
500
35

0.70
500
120
160

7
4 x 2

6
30.0
30.9
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telescopic composite winch driven mast
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

12
11.5
2.7
128
71.5
500
35

0.80
570
120
160
8-10
4 x 3

6
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37.4
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telescopic composite winch driven mast
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

15
14.5
3.2
128
71.5
500
35

0.80
570
120
160

10-12
4 x 3

6
39.9
48.7
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5
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telescopic composite winch driven mast
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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)

18
17.5
3.7
128
71.5
500
35

0.60
430
120
160

10-12
4 x 3

6
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48.7
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